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PANORAMAdtv VAMP2-S8MDA
PANORAMAdtv, the v ideo div is ion of  Wohler  Technologies, Inc.

Alarm Systems Audio MonitoringLevel MeteringVideo Monitoring

Features:
• 5.8” VPODTM LCD Video Screen

• NTSC/PAL Auto-sensing
• 16:9 & 4:3 Aspect Ratio Selectable

• VPODTM Mounted on Flexible Gooseneck is Retractable and Adjustable in Any Direction
• Self-Powered Speaker System

• Low Power Consumption
• Eight 26-Segment Tri-Color LED Bar Graphs displaying Simultaneous VU and PPM

• Headphone Jack (mutes speakers)
• Thorough Magnetic Shielding for Placement next to Video Monitors and other Sensitive Equipment

• Front Panel Summing of any Combination of up to 8 Channels to the Left and/or Right Speakers
• Convenient Front Panel SDI Audio Group Select Control

• Front Panel Internal/External Speaker Switch (No Amplifier Needed)
• Requires only 2U of Rack Space

The VAMP2-S8MDA is a complete
exceptionally high quality audio/video
monitoring system concentrated in a
space-saving 2U unit.

The unit offers premium quality 8
channel Analog,AES/EBU, HD-SDI/
SD-SDI digital multi-channel audio
monitoring & conversion with
professional level metering.The
VAMP2-S8MDA features eight
26-segment high-resolution tri-color
LED level meters showing simultane-
ous VU and PPM for superior level
metering. Any of the eight channels
may be selected independently and
sent to the two-channel speaker 
system, headphone output, and phase
indicator. The VAMP2-S8MDA is also
a useful tool for converting and
de-embedding audio from HD-SDI.

The VAMP2-S8MDA also comes with
a gooseneck-mounted VPODTM LCD
screen (5.8 ) and offers confidence
video monitoring from the two com-
posite analog video sources and two
HD-SDI/SD-SDI digital video sources.
Also included is a composite video
monitor output from the selected
HD-SDI/SD-SDI source for use with
larger, external video monitors.

This unit is ideal for broadcast facilities
needing confidence-level audio/video
monitoring where operator-convenient
rack space is at a premium. Built and
rigorously tested in the USA, the
VAMP2-S8MDA is backed by a strong
warranty and a Satisfaction
Guaranteed return policy.
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INPUTS
• 8 Analog Inputs
• 4 pairs of AES/EBU Digital Inputs
• 2 Auto-sensing HD-SDI/SD-SDI Inputs
• 2 Auto-sensing NTSC/PAL Composite Video 

Inputs

OUTPUTS
• 8 Analog Outputs (Metered)
• De-embedded AES/EBU Audio Outputs from 

any selected Audio Group from SDI is

available in one of two options:
- Option 1: (standard): 4 pairs of Unbalanced 

AES/EBU Outputs (HD-15)
- Option 2: 4 pairs of Balanced AES/EBU 

Outputs (DB-25)
• 1 Summed pair of Selected Analog Outputs
• 1 Re-clocked Output of Selected HD-SDI/

SD-SDI Input
• Left and Right External Speaker Outputs on

5-way Binding Posts
• 2 Loop-Through Composite Video Outputs
• Converted SDI to Composite Video Output

General SPecifications:
Magnetic Shielding - < 0.8 Gauss any adjacent surface

Chassis Type - 2U, 19” rack mounting

Dimensions (H x W x D) - 3.5” x 19” x 12”

)gk 5.5( .sbl 21 - thgieW

Power Consumption (avg. max.) - 70 W

Power Supply - 100 to 240 VAC, 50/60 Hz universal 
input CE and UL approved

Audio SPecifications:
Electrical Frequency Response - 20 Hz - 20 kHz ± 1dB

Acoustic Frequency Response - (1/6 Octave) - 170 Hz - 16 kHz
(±5 dB) (-10dB @ 140 Hz, 20 kHz)

Distortion, Electrical - < 0.15% at any level below input 
threshold

Distortion, Acoustic - Typically less than 1.5% at
frequencies above 200 Hz;
6% or less at worst case

Hum & Noise - More than 70 dB below full output

Level Meters - Eight 26-Segment Level Meters 

Phase Indication - Provides phase indication for
selected audio pairs

A/V Input Tracking - Yes (may be switched off)

Video SPecifications:
LCD Diagonal (inches) - 5.8”

Screen Aspect Ratio - 16:9 & 4:3 (selectable)

Picture Controls - Brightness, Chroma, Tint, & Contrast

Resolution (dots x lines) - 960 x 234

Dot Pitch (mm) - 0.118 x 0.362

LCD Active Area (mm) - 113.3 x 84.7 (5.8” model),
154 x 88.6 (7” model)

Color Configuration - RGB Stripe

Contrast Ratio - 150

Brightness (cd/m2) - 300 NITs (5.8” model),
400 NITs (7” model)

LCD Lamp Life - 15,000 hours (average)

Viewing Angle - Top = 10°, Bottom = 30°, 
Left = 45°, Right = 45°

(Optional)
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